
Flexible Rehabilitation Carrier Packers  

For repair of damaged pipeline sections and joints. Available in a variety of sizes and diameters from 4" to 48". Effective repair length per 
section ranges from 2 ft. to 15 ft. Remote insertion Pushrods are available in 5' coupling sections. All packers are very resistant to corro-
sion. Design of all packers assures a maximum flow through, except 4"-6" flex packer which does not have a bypass. 

Packers are flexible &  
can be bent for easier  
insertion in tight 
spaces. 





Short Rehabilitation Carrier Packers 

Short Packers have a replaceable 
double-layer sleeve mounted on a 
PPH tube.  
 
Effective length is 24" therefore 
they are suitable for short repairs 
or insertion of stainless steel 
shells.  

How to calculate the contact area of the Short Packers  

Rehabilitation Long Packers 

How to calculate the contact area of the Long Packers  

Designed for economy without 
wheels or bypass. Available sizes 
for use in pipes with a diameter 
from 8" to 32".  



Rehabilitation Lateral Packers 

Suitable for repairs of pipes with smaller diameters, especially for house connection installations. Rounded on both ends to simplify handling 
and slipping past bends. Equipped with 1/4" pneumatic quick-connect couplings and eyelet bolts.  

How to calculate the contact area of the Lateral Packers  



Available accessories for these products: 

Inflation 
Controller 

Rotate knurled  
nut to deflate 

Shut-off valve 

Inflation Controller Protects equipment from over inflation damage and controls 
pressure with accurate gauge (required use for warrantee claims). Nickel plated 
brass 1/4" quick-connect couplings with stainless steel bearings for long life. 
Liquid filled stainless steel gauge. Stainless gas ball valve. Precision machined 
brass safety relief over pressure relief valve eliminates over-inflation hazards; 
available in 15, 22, and 36 PSI. 60 PSI output pressure gauge.  
Maximum input pressure 120PSI recommended. For higher input pressures 
please request custom controller configurations. Custom controllers and gauges 
are also available. 

PART#60513 
 
Sava pushrods are sold separately in 5 foot sections. Two or more sections can be 
coupled together to achieve any desired length. All sections have our exclusive cou-
pler locking mechanism that assures the rods will not decouple inside the pipe. Rods 
are made of semi-ridged anti-corrosive composite. Metal parts are chrome plated 
machined brass. Flexible enough to bend 90° into the pipe through a manhole. Rods 
will not kink or break. 



Inflation Hoses Inflation/Lift Hoses 


